KENSINGTON

TROFFER DISH CENTER BASKET
Recessed Direct/Indirect T-Bar Luminaire

(K) KENSINGTON

TCB228120/277 T-52'x 4
TCB232120/277 T-8 2' x 4
TCB328120/277 T-5 2" x 4'
TCB332120/277 T-8 2' x 4'
TCBBX240120/277 BIAX 2' x 2'

FEATURES

Single, basket shaped
perforated metal shield.

Translucent, opal whife
acrylic diffuser overlay.
Shalfow design.

Only 4" deep.

(lean appearance.

No exposed fasteners.

Uses T5, T8 or
Biax lamps.

APPLICATION

Office Areas

Retail Stores
Class Rooms
Corridors

SHOWHN WITH OPTIONAL

APPLICATION FEATURES
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Premium grade, recessed, high performance, lay-in direct/indirect cofferad T-bar troffer with modern styling and high
visual comfort. Comes with single basket shaped perforated metal shield. Available in 2'%2" and 2'x4" configurationz.
Shallow design accomodates mounting into low celling plenums. For use in indoor applications whera low glare, high
guality and ease of installation are required.

CONSTRUCTION

Die formed and spot welded, heawy
gauge cold rolled steel housing
assembly. Precision formed, cold
rolled steel reflector. Die formed, per-
forated cold rolled steel shiglding.
Metal shielding flexes over mounting
studs on housing, for easy installa-
tion and re-lamping. Wiring access
plate is provided on back of housing,
for flexible conduit attachment.

MOUNTING

Holes provided for chain mounting
support to building structure. Integral
earthquake clips.

FINISH
Powder painted matte white visible
surfaces.

OPTICS

Shields are perforated for direct illu-
mination and contain a translucent
opal white acrylic overlay diffuser for
visual comfort. Indirect reflectors are
precision formed and contoured to
provide soft, low glare indirect illumi-
nation while maintaining high effi-
ciency and a wide uniform lighting
distribution.

ELECTRICAL

All electrical components are CSA or
UL approved. Lamp holders provided
ensure positive lamp retention,
Standard ballasts are electro-mag-
netic, energy saving where required.
Standard ballasts are electronic rapid
start for TS lamp configurations. The
standard voltage is 120V, B0 Hz, or
as specified. Units suitable for multi-
voltages and suitable for 50-60 Hz
are also available, Feduras are pro-
vided with an access plate, to facili-
tate winng to external power source.
Sufficient knockouts ara provided for
connections and through wiring.
Approximately 6" ballast leads
extend through winng access cover,
in order to facilitate extamal wiring of
luminaire.

APPROVALS

Approved to C5A4 and UL standards.
(LIL, or equivalent, marked only when
apecified.)

OPTIONS

« Non perforated matte white
shield.

s« 20 gauge welded construction.

e Air supply/return slots,

# Polycarbonate rotany lock
lamphaolders,

* No cartons - Bulk packed and
wrappad on pallets,

OPTIONAL ADDERS

= Emergency lighting power pack.
# Farth quake clips (for air handling
units).

Emergency lighting power pack.
Radio interference filter.

Fusa holder.

Lamps included but not installed.
Flexible metal whip - 6' x 318
gauge conductors,
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Recessed Directindirect T-Bar Luminaire

TROFFER DISH CENTER BASKET
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BALLAST DESCRIPTION

Accessories
| _ - MHons

| FH1 - Fuse Holder

| |
Air Functions Constryction Electrical Othear RF - Radio Inteferance Fiter

- Static (None) _ - Standard AL1- f:‘lﬂ'_l.l'é_kjtd". * . Please Specify- CD3- Rexible Whip (§7)
AH1 - Alr Supply/ NP - Non Perforated mphold er {Consult CD4 - Modular Wiring (Consult Factory)
Retum White Shiald w/ Factory) CD5 - 3 Wire Cord & Plug
20W - 20 GA. Welded LMP2 - Lamps Induded (Mot Installed - Specify Type)

EL1 - Emangancy Lighting Battery Pack
EO1 - Earthguaka Mounfing Clips

= Dither - (Consult W' Faciony)

RS T5 120 |V
Ballast Charmcieristics
Type = Nuna
IS - Instant Start FLL mefF'L'L
RS - REFH Stant ﬂﬁ'lﬂ'—
PS5 - F'n:lgam Star {ECITEL“. "ul'ul'!ag-a
HO - High Output wi Faciory)
PLL _ - Stndand Pack Rapid Start S Er 120
NK - Bulk Packed - Lamp Starting Sel 217
. Mo Carton H -§¥g Temp. =1= Magnetic 347
z 1 - % L - Lini.
w/ Factory) 28 -4 TE ;
50 - BiaPLL22.5 )y
54 -d-‘TEi-I:-I:'I{2 :I Dc- Do
S50Hz - 50H=
UHz - Liniv,
Optional (0-60Hz)
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